The Right
Conditions for
Measuring
Color

CONDITIONER
With the Datacolor CONDITIONER™
you can help ensure that samples
measured anywhere in the world
will be consistent with each
other. The system ensures
that samples are quickly and

textile sample conditioning
cabinet, for consistent color,
anytime, anywhere

Technical Specifications
Without lights

With lights
Exterior Dimensions
Width
Height (inclusive feet/castors)
Depth

834 mm
1022 mm
647 mm

834 mm
1022 mm
647 mm
115 kgs

Weight
Interior Chamber
Dimensions
Width

126 kgs

600 mm

600 mm

Height
Depth

480 mm
400 mm

480 mm
400 mm

115 litres

115 litres

Capacity
Interior Volume
No. of Shelves

2 supplied, (2 max on model with
lights, 5 on model with no lights)

Approx. No. of Samples
per Shelf

20

20

Temperature Range

10 – 50 °C

10 – 90 °C

Temperature Fluctuation
(at 21 °C, 65 % RH)

0.4 °C

0.5 °C

Humidity Fluctuation
(at 21 °C, 65 % RH)
Recovery Time on opening
of door for 30 seconds with
ambient environment
21 °C, 65 % RH)
Power Requirements

± 2 % RH

± 1.5 % RH

3-4 minutes

3 minutes

Nominal Voltage1
(± 10 %) 50/60 Hz
Nominal Power

230 V

230 V

1500 W

1400 W

Eliminate Environmental Variables
It has been technically proven that the physical color of a textile sample
can alter substantially if the ambient temperature and relative humidity
is not stable. When the surroundings in which color samples are stored
and measured are not properly controlled, incorrect color measurements
can occur, which can lead to mistakes all the way through the supply chain.
With the Datacolor CONDITIONER™, you can help ensure that samples
measured anywhere in the world will be consistent with each other.
The system ensures that samples are quickly and correctly conditioned
at a fixed temperature and relative humidity prior to their physical
measurement. In addition, with the option of lighting, the unit can also
supply a constant and stable exposure to light of a specific defined
illumination, thereby also ensuring stability of conditioning to light.
The result is that precious time and money can be saved during the
development and production of colors by totally eliminating variability
factors caused by incorrect measurements due to varying
environmental conditions.
 Compact, easy-to-use unit that will fit into any factory, laboratory or
office

Options
Additional stainless steel shelves (for model with no lighting)
Stand for floor-mounting the cabinet (with or without wheeled castors)
All technical data are specified for units with standard equipment at
an ambient temperature of +21 °C, 65% relative humidity, and a
maximum voltage fluctuation of ±10 %. The temperature data is
determined in accordance with DIN 12880, part 2 respecting the
recommended wall clearances of 10 % of the height, width and
depth of the inner chamber. All indications are average values,
typical for units produced in series. We reserve the right to alter
technical specifications at all times.
1 Can also be run at 110 V using optional mains transformer.

 Glass inner-door makes it easy to see samples inside, without
affecting ongoing conditioning
 Fast sample conditioning: 5-10 minutes, (up to 25
minutes for heavy constructions)
 Standard nominal fixed temperature: 21 °C
 High temperature precision +/- 0.5 °C,
with wide possible range 10 to 90 °C
(50 °C with lights)
 Standard nominal relative humidity: 65 % RH
 Wide humidity range of 10 % to 90 % RH (70 % RH for unit with
lights), with max variation of +/- 1.5 % RH (+/- 2 % RH with lights)
 Fast recovery time after opening the door, less than 4 minutes
 Holds up to 40 samples on 2 shelves, 5 shelves maximum (100 samples)
 The humidity system is operated exclusively with tap water, an
invaluable advantage for simple installation and convenient operation
Because Color Matters
As a product within Datacolor SPECTRUM™, the complete solution
for successful global color management, the Datacolor CONDITIONER™
provides exceptional quality control. It is an integrated part of the
Datacolor SPECTRUM™ solution for controlling all aspects of color
management. This helps companies innovate faster, ensure consistent
color quality, reduce the cost of production and accelerate their
product’s speed to market. Because color matters, leading businesses
worldwide choose Datacolor’s innovative technology and solutions
to consistently achieve the right color.

For more information, please visit www.datacolor.com.
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